
SPECIFICATIONS

Power Input: 9 - 12VDC @ 200mA 
Front LEDs: Send (Green), Recv (Yellow), Run (Red)
Rear Connections: Ethernet (RJ45), RS232 (RJ21), PLM (RJ45), Power (2.1mm coax) 
Required Operating System: Windows XP, Vista or 7 (32- or 64-bit) 
Required Available Disk Space: 3 MB 
Serial Port Baud Rate: up to 115,200 bps, asynchronous 
Data Format: 8 Data Bits, No Parity, One Stop Bit 
Delay Timers: 16 simultaneous (shared) 
Dynamic Timers: 32 
Variables: 256 
Flags: 256
X-10: 256 
Insteon Devices: 1024
Total System Links: 5000
Insteon Scenes: 500 max.
History Log: 512 lines (FIFO)
Message Log: 128 lines, 32 characters/l ine (FIFO)
Total User Memory: 2.9 MB 
Maximum Events: 1024 or 50,000 bytes maximum compiled
Maximum Then Macros: 256 or 20,000 bytes maximum compiled 
Dimensions: 5.5" x 4" x 1.5" 
Net Weight (controller only): 0.5 lbs
  

Control your home from your iPhone, iPad, Droid 
or any web-enabled dev ice, anywhere in the world!
No “app” required for remote access - just log on
Stand-Alone Operation - pc not required
No monthly  fees or contracts
Low power consumption - saves energy
Bi-directional Insteon and X-10 control
Serial port for connecting security , A/V, etc.
Create custom control screens in minutes
Intuitive “If-Then-Else” event logic programming
Real time clock w/sunrise/sunset/day light sav ing
Email notification of condition changes
Database manager simplifies set up

With the included HomeRunner RBI software, 
you are free to create your own control layouts 

with custom screens and buttons and/or 
choose from a library of preset images. 

Once uploaded to the HomeRunner RBI, 
you can log on and control from any web-

enabled device (no “app” is required).  
HomeRunner RBI turns any picture into an interactive control surface!
For the ultimate convenience, use a floorplan as your main screen to 
select each room and photos of each room as the backgrounds for 
your control screens. Then make each device in the photos into a 
control button.  Simply select the room then touch (or click) the device 
in the picture to control it!  Home control has never been easier!  

                                                
HomeRunner RBI (Remote Browser Interface) is a home automation controller that operates from any web-enabled 
device (iPhone, iPad, Droid, desktop, tablet, laptop, etc.) or any X-10 or Insteon controller.  It comes bundled with 
our new HomeRunner RBI software application with intuitive “If-Then-Else” logic programming and device database 
management for easy set up.

As a stand-alone controller, HomeRunner RBI provides bi-directional
control of X-10 and Insteon devices and has an RS232 serial port 
for connecting security, audio/video, or other supported serial device.  
Optional I/O devices can be added for wired inputs and outputs.
As a front end to a Stargate-IP or CommStar-IP, HomeRunner RBI 
provides iPhone access, Insteon control, added schedule memory and 
much more.
  

HomeRunner RBI connects to a Power Line Modem (included) and to 
your existing network router using standard network cables (included).  
All programming is done over your network connection (wired or wi-fi).  
No serial connection is required.   All schedule and database data is stored 
in non-voliti le memory and can be retrieved remotely by an authorized user.  
Updates can be downloaded to add the latest features, functions or fixes.

A “random” delay function lets you program certain l ights and appliances to 
turn on and off at random times while you’re away to give the appearance 
someone is home - a great deterent to potential burglars.
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